
The information and recommendations contained in this bulletin are, to the best of our knowledge, accurate and reliable but no guarantee of their accuracy is made. All products are sold upon condition that purchasers shall make their own tests to determine the suitability of such products for their particular purposes and uses and purchasers assume all risks and liability for the results of use of the products, including use in accordance with seller's recommendations. Nothing in this bulletin constitutes permission or a recommendation to practice or use any invention covered by any patent owned by this company or by others. There is no warranty of merchantability and there are no other warranties for the products described.

Les renseignements et recommandations fournis ici sont, autant que nous sachions, précis et sürs. Lls sont cependant publiés sans garantie d'extitude. Tout produit est vendu a la condition que l'acheteur s'assure, par ses propres essais, que le produit correspond a ces besoins particuliers. En outre, l'acheteur assume toute risque et toute responsabilité émanant de l'utilisation dudit produit, meme is cette utilisation est conforme aux instructions due vendeur. La présente fiche ne constitue a aucun moment ni autorisation ni recommandation donnant droit a se servir d'une inventions pour laquelle la compagnie, ou toute autre entreprise. aurait pris un brevet. Le présent document ne comporte pas de garantie de commercialisation ou autre.
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TECHNICAL BULLETIN


MP 2825M





PROPERTIES                                       UNITS                            ASTM METHOD





Hardness	25	A inst	D - 2240





Specific Gravity	0.88		D -  792





Melt Flow Index (“E”)	70	g/10 min	D - 1238





Tensile Strength (Ult)	800	Psi	D - 412





Tensile Modulus 300%	100	Psi	D -  412





Ultimate Elongation	600	%	D -  412





Mold Shrinkage	2.0	%	QST





                                        PRODUCT AND PROCESS GUIDE


Unfilled translucent thermoplastic elastomer containing FDA compliant ingredients


Designed for both food contact and outdoor use


High flow compound with excellent low temperature performance (-60(F)


Upper use temperature of 250(F


Excellent chemical resistance to alcohols, acids, and bases.


Mold between 320(F - 420(F for optimum surface appearance.


No pre-drying required


Stable to 500(F processing temperature
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